P750-1(12V)

Rated double- line pulls....

1500)1bs (680KG)

Specification:
Motor......... ) SKWIU 4HP 12V, Pammnant magnet
Gear reduction ratio..........153:1

Drum Dimensions. -.@30. mmX72mm

Cable (DiaXL).................®3mm x 15m

Overall Dimensions............
Mounting bolt pattern:..

275X105X105mm

_5X. M 4PCS/CTN

1500 1187

680 542
15.8
4.8

oo N.WIG W:24kg/25kg

P1500-1(12V)

Rated double-line/pulls:....3000!Ibs (1360 kg)
Specification:

Motor.........0. 52[mlﬂ§9§hp (12v), Pamqnant magnet,
Gear reduction ratio..........153:1 2 X

Drum Dimensions..............>30mmX72mm

Wire ropad>4rnm X 15m

Mounting bolt pathsm........,QB.Sm x80mm -

Overall Dimensions.. '

Packing size

Weight ..o ... N,

NO
kg LOAD
ft/min 528
m/min 1.6
Motor Amps 12

Line Pull

Line Speed

Layers of cable 1

Rated Line b 3000
Pull PerLayer kg 41380

Cumulative ~ ft 627
Cable Capacity 1.9

2 Eﬂ 005

LINE SPEED AND AMP DRAW (FIRST LAYER) 12V

LINE PULL AND CABLE CAPACITY
2 3 4
2422 2090 1805
1098 048 818
132 21 3060
4 84 93

1000
453
4.6
14
25

1)Dolutmemnchasahm§,dumtusefor1rmsmtahmafpeuﬂa
2)Don’ t operate and spool under full load over one minute confinuously.
3)W'l1ienﬂorlsaveﬂleallng please stop for a while to cool down.

\/\ b ;

1)Bmﬁmem;sam5g do not use for transportation of people.
Z)Doﬂ":tupemleamlspud under full load over one minute continuously.
'\‘Mulemdn is overheating, please stop for a while to cool down.

www.chwinch.com



P2000-1(12V)
2000LB Electric Winch b* i

Specification: :

Rated line pull..............2000 LB (907 KG) single line

MOtOr........cccienrercnnsennnn.PErManent magnet,0.7kow/0.9hp(12V)
Gear reduction ratio.....153:1 &

Cable (Dia X L).............®5/32"X49'(P4mmX15 m)

Drum size (Dia X L).... ©1.24"X2.88"(®31.5mmX73mm)

Overall dimensions......11.2"X4.1"X4.1"(285mmX105mmX105mm)

Mounting bolt pattern...3.13" (79.5mm)
Packing size...,.......;;.}.‘.34X24x34cm 2PCS/CTN
Weight...........coeee... N.W/G.W:20kg/22kg

LINE SPEED AND AMP DRAW (F
1b NO
kg  LOAD

fmin 105

m/min 16

Motor Amps 6

Line Pull

Line Speed

P2000-1A(12V)
2000LB Electric VVinch

Specification: O
Rated line pull......

]

~

L]

......2000 LB (907 KG) single line

Motor......... S Permanent magnet,0.7kw/0.9hp(12V)
Gear reduction ratio.....153:1

Cable (Dia x L)....._..,_;_..-;?51'32"X49'(¢4mmx1 5 m)

Drum size (Dia X L)......®1.24"X2.88"(d31.5mmX73mm)

Overall dimensions......11.2"X4.1"X4.1"(285mmX105mmX105mm)

Mounting bolt pattern...3.13" (79.5mm)
Packing size.................34X24x34cm 2PCS/CTN
Weight.... .. .cc o MNS N.WIG.W:20kg/22kg

LINE SPEED AND AMP DRAW (FIRST LAYER) 12V

Notice:

1) Do not use winch as a hoist, do not use for transportation of people.
2) Don'’ t aperate and spool under full load over one minute continuously.
3) While motor is overheating, please stop for a while to cool down.

4) Limited warranty. -

L}

3 4 5 6

2000 1630 1380 1190 1050 940

Pull perlayer Kg 907 @ 738 626 540 476 426
Cumulative 65 140 2 = 41 49
cable capacity m 20 | 43 68 95 125 | 15

Notice:

1) Do not use winch as a hoist, do

not use for transportation of people.

2) Don' t operate and spool under full
load over one minute continuously.

3) While motor is overheating, please
stop for a while to cookdown. .

4) Limited warranty.

LINE PULL AND CABLE CAPACITY
Layers of cable 1 2 3 4 5 6
Ratedfine  Lb 2000 1630 1380 1190 1050 = 940

Pullperiayer kg o7 739 = 626 540 476 426
2 | 31 41 49
68 95 125 15

www.cnwinch.com



P2000-1B(12V)
2000LB Electric Winch wn
Specification:

Rated line pull...........2000 LB (907 KG) single line

Motor.........................Per_manent magnet,0.7kw/0.Shp(12V)
Gear reduction ratio.....153:1 o
Cable (Dia x L),............?5!32;"):_649@{111&1)(15 m)

Drum size (Di'a%X L)......01.24"X2.88"(®31.5mmX73mm)

Overall dimensions......11.2"X4.1"X4.1"(285mmX105mmX105mm)

Mounting bolt pattern...3.13" (79.5mm)
.34X24x34cm 2PCS/CTN

Packing size...,........,.-:..
Weight...........c.oooevenn... N.W/G.W: 20kg/22kg

LINE SPEED AND AMP DRAW (F
Ib NO
kg  LOAD

fimin 105

m/min 16

Amps 6

Line Pull

Line Speed
Motor

P2000-1C(12V)
2000LB Electric Winch

Specification:
Rated line pull_.............2000 LB (907 KG) single line

175)15] ettt e B Permanent magnet,0.7kw/0.9hp(12V)
Gear reduction ratio.....153:1

Cable (Dia x L)............$5/32"X49'(®4mmX 15 m)

Drum size (Dia X L)......01.24"X2.88"(®31.5mmX73mm)

T \:
L]

Overall dimensions......11.2"X4.1"X4.1"(285mmX105mmX105mm)

Mounting bolt pattern...3.13" (79.5mm)
Packing size.................34X24x34cm 2PCS/CTN
Weight........c. 20 g o N.W/G.W:20kg/22kg

LINE SPEED AND AMP DRAW.

“‘ﬁm’v

Notice:

1) Do not use winch as a hoist, do not use for transportation of people.

2) Don' t operate and spool under full load over one minute contmuously.
3) While motor is overheating, please stop for a while to cool down.
4) Limited warranty.

Pull per layer Kg

Cumulative nt
cable capacity m

Notice:

1) Do not use winch as a haist, do

not use for transportation of people.

2) Don' t operate and spool under full
load over one minute continuously.

3) While motor is averheating, please
stop for a while to cookdown. .

4) Limited warranty.

3 4 5
2000 1630 1380 1180 @ 1050
907 | 739 626 540 476
65 140 257 e a

20 43 68 95 125

Timm

LINE PULL AND CABLE CAPACITY

Layers of cable

Ratedline  Lb
Pull per layer kg
Cumulative Tt
cable capacity m

1 2 3 4 5
2000 1630 1380 11%0 1050
907 739 626 540 476
6.5 14.0 22 3 41
2.0 4.3 6.8 9.5 12.5

www.cnwinch.com



P2500-1A(12V)
2500LB!Electric Winch 2

Specification: .

Rated line pull..............2500 LB (1133 KG) single line

Motor..........................:.Perrnanent' magnet,0.8kw/1.1Thp(12V)
Gear reduction ratio.....153:1 =y
Cable (Dia x L)?............?3!16")§4Sf(%.78mm5(]4 m)

Drum size (Dia X L)..... ©1.24"X2.88"(®31.5mmX73mm)

Mounting bolt pattern...3.13" (79.5mm)
Packing size............-..3.'.34)(24}_(34cm 2PCS/CTN
Weight...........c.ooeeeo... N.W/G.W: 18kg/20kg

b NO i 1500 2000
Line Pull kg  LOAD 680 907

fimin | 14 80 7.0
mmin 4.2 ; ¢ 24 24
Motor Amps = 20 75 100

Line Speed

P2500-1B(12V)
2500LB Electric Winch

e | N

Spacificatio‘n;'. I ’

Rated line pull.............2500 LB (1133 KG) single line
Motor............................Permanent magnet,0.8kw/1.1hp(12V)
Gear reduction ratio.....153:1

Cable (Dia x L)......_....-'..;"?Q%SH6"X45'(¢4.76mmx14 m)

Drum size (Dia X L)......©1.24"X2.88"($31.5mmX73mm)

Overall dimensions......11.4"X4.1"X4.1"(290mmX105mmX105mm)

Mounting bolt pattern...3.13" (79.5mm)
Packing size.................34X24x34cm 2PCS/CTN
Weight........cccooeerenreeen.NW/G.W: 18kg/20kg

LINE SPEED AND AMP DRAW (FIRST LAYER) 12V
1500 2000 2500
680 907
80 70

24 21
75 100

Notice:

1) Do not use winch as a hoist, do not use for fransportation of people:
2) Don’ t operate and spool under full load over one minute continuously.
3) While motor is overheating, please stop for a while to cool down:

4) Limited warranty_

Pull per layer Kg

Cumulative

ft

cable capacity m

Notice:

1) Do not use winch as a hoist, do
not use for transportation of people.
2) Don' t operate and spool under full
Inad over one minute continuously-
3) While motor is overheating, please
stop for a while to cool down.

4) Limited wamanty.

»

Rated line

Lb 2500 2000

2500 2000

1133
4.0
152

906
6.5
2.0

3 5

1630 1380 1190 1050

740 620 540
14 22 3
4.3 6.8 9.5

Pullperlayer kg 1133 906

Cumulative

cable capacity

it
m

4.0
1.2

6.5
20

1630 1380 1190 1050
740 620 540 470
14 22 a1 41
43 6.8 9.5 12.5

www.cnwinch.com



Notice:

IJDOMLBgMasahi:ﬂ,dnnﬂlusefmﬁwpaﬂaﬁmafpeople /

B250051C{i2V) e e T b, i
2500LB  Electric Winch .0 4) Limited warranty.

Specification: :

Rated line pull..............2500 LB (1133 KG) single line

Motor.........c.ccceenee...... Permanent magnet,0.8kw/1.1hp(12V)

Gear reduction ratio.....153:1

Cable (Dia X L)..ovveviee

Drum size (Di'an L), 4

Overall dimensions......

Packing size...............
Weight....o s

P2500-1D(12V)

2500LB Electric Winch

e el ;
LR

Specification: x
Rated line pull..............

Motor...cose.. . REE

Gear reduction ratio.....
Cable (Dia X L)......c......

Drum size (Dia X L)......

Overall dimensions......

Mounting bolt pattern...3.13" (79.5mm)
Packing size.................34X24x34cm 2PCS/CTN
Weight.........cccoeereereen.NW/G.W: 18kg/20kg

.34X24x34cm 2PCS/CTN

LINE SPEED AND AMP DRAW (FIRST LAYER) 12V

q:ans"ms‘_'(é_gg.mmm)q-a, m)
®1.24"X2.88"(@31.5mmX73mm)

11.4"X4 1"X4.1"(290mmX106mmX105mm)
Mounting bolt pattern...3.13" (79.5mm)
N.W/G.W:18kg/20kg

L]
1050
470

41
12.5

3
1630
740
14
4.3

4
1380
620
22
6.8

5
1190
540
31
9.5

1500 2000
680

2500 2000
1133 906
4.0 6.5
T2 20

a07
7.0
21
100

Pull per layer Kg

Cumulative ft
cable capacity m

8.0
24
75

Notice:
1) Do not use winch as a hoist, do
not use for transportation of peaple.
2) Don' t operate and spool under full
load over one minute continuously.
3) While motor is overheating, please
stop for a while to cool down.

4) Limited wamanty. «,

2500 LB (1133 KG) single line
Permanent magnet,0.8kw/1.1hp(12V)
1531

®3/16"X45'(®4.76mmX14 m)
©1.24"X2.88"(®31.5mmX73mm)
11.4"X4.1"X4.1"(290mmX105mmX1 05mm_).

LINE PULL AND CAELE CAPACITY

1500
680
8.0

2000
907
7.0
21
100

3
1630
740
14
43

4 5
1380 1190
620 540
22 kil
6.8 95

6
1050
470

41
12.5

Layers of cable 1 2

Ratedline  Lb 2500 2000
Pullperlayer kg 1133 906
Cumulative ft 4.0 65
cablecapacity ; 12 20

24
75

www.cnwinch.com
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P3000-1A(12V)
3000LB!Electric Winch o

Specification: :

Rated line pull..............3000 LB (1361 KG) single line

Motori: .5 sbiisi
Gear reduction ratio.....153:1 P
Cable (Dia x L)............®5.2mmX10.2 m

Drum size (DiaX L).... 1.24"X2.88"($31.5mmX73mm)
Overall dimensions......11.4"X4.1"X4.1"(305mmX105mmX105mm)

Mounting bolt pattern...3.13" (79.5mm)
Packing size...........;-..-.,.'.34X24}_(34cm 2PCS/CTN
Weight...........ccooee.. N.W/G.W:20kg/22kg

P3000-1B(12V)
3000LB Electric Winch

Specification:

:.Perrnanent magnet, 1.0kw/1.34hp(12V)

Notice:
1) Do not use winch as a hoist, do not use for transportation of people. J
2) Don' 1 operate and spool under full load over one minute continuously.

3) While motor is overheating, please stop for a while to cool down.

[

Layers of cable

Rated line

Pull per layer Kg

Cumulative

cable capacity m

Notice:

1) Do not use winch as a hoist, do
not use for transporiation of people.
2) Don' t operate and spool under full
load over one minute continuously.
3) While motor is overheating, please
stop for a while to cool down.

4) Limited wamranty. «,

2

Lb 3000 2370
1075
121
3.7

3 4

1960 1670

889 756

19.7 2718

6.0

Rated line pull..............

Mator. .. Acile

3000 LB (1361 KG) single line

..Permanent magnet,1.0kw/1.34hp(12V)

Gear reduction rafio.....153:1

Cable (Dia x L)....

)
L ®5.2mmXx10.2 m

Drum size (Dia X L)......®1.24"X2.88"(®31.5mmX73mm)

Overall dimensions......
Mounting bolt pattern...

Packing size................

Weightios. oo

LINE SPEED AND AM

11.4"X4.1"X4.1"(305mmX105mmX 105mm)
3.13" (79.5mm)

.34 X24x34cm 2PCS/CTN

N.W/G.W:20kg/22kg

P DRAW (FIRST LAYER) 12V
2000
907
43

1.3

&

2 3 4 5

Ratedline  Lb 3000 2370 | 1960 1670 1460
Pull perlayer Kg 1361 1075 889 = 756 662
Cumulative M 56 121 197 279 371
cablecapacity m 17 | 37 60 85 113

www.cnwinch.com



P3000-1C(12V)
3000LB!Electric Winch i

Specification: :

Rated line pull..............3000 LB (1361 KG) single line

Moters St e

Gear reduction ratio.....153:1

Cable (Dia X L)..ovu.vunn.
Drum size (Dian L), 4
Overall dimensions.......
Mounting bolt §aﬂe}fp.-_.
Packing size...............
Weight=....coigs.

P3000-1D(1
3000LB Electric Winch

5 $

Specification:
Rated line pull.............

Motor. . AelE.
Gear reduction rafio....
Cable (Dia x L)....

LINE SPEED AND AMP DRAW (F

®5.2mmX10.2 m

®1.24"X2.88"(@31.5mmX73mm)

11.4"X4.1"X4.1"(305mmX105mmX105mm)
.3.13" (79.5mm)
34X24x34cm 2PCS/CTN

N.W/G.W:20kg/22kg

RST LAYER) 12V
2000
907
43

13

2V)

3000 LB (1361 KG) single line

..Permanent magnet, 1.0kw/1.34hp(12V)

.153:1

)
L ®5.2mmXx10.2 m

Drum size (Dia X L)......®1.24"X2.88"(®31.5mmX73mm)

Overall dimensions......
Mounting bolt pattern...
Packing size................

Waightios. ..o

LINE SPEED AND AMP DRAW (FIRST LAYER) 12V

3.13" (79.5mm)
.34X24x34cm 2PCS/CTN
N.W/G.W:20kg/22kg

Permanent magnet, 1.0kw/1.34hp(12V)

11.4"X4.1"X4.1"(305mmX105mmX105mm)

Notice:

IJDOrDttBeMas_ah(isidnnﬂlusefmnanspmhﬁmafpeople
2) Den’ t operate and spoal under full load over one minute continuausly.
3) While motor is overheating, please stop for a while to cool down:

Layers of cable 4
Ratedline  Lb 3000
Pull per layer Kg 1361

Cumulative 1t = 586
cable capacity m 17

2
2370
1075
124

3.7

Notice:
1) Do not use winch as a hoist, do
not use for transportation of people.

1960

19.7

6.0

2) Don' t operate and spool unider full
load over one minute continuously.
3) While motor is overheating, please
stop for a while to cool down.

4) Limited wamanty. «,

Layers of cable 1
Rated line
Pull per layer Kg 1361

Cumulative Tt 56
cable capacity m 17

LINE PULL AND CABLE CAPACITY

2

Lb 3000 2370

1075
121
37

3 4 5 5
1960 1670 1460 1290
B89 756 | 662 | 585
197 | 279 | 371 | 469
60 85 113 140

www.cnwinch.com
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Line Pull
Line Speed

Motor

Layers of cable 1 2
Rated line Lb 4000 2817
Pullperlayer g 1814 1278

3
2573
1167




